
Kiwa has the expertise
 to improve quality
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Kiwa Nederland B.V.  offers you a gas 
meter equipped with a digital read out 
and special software which enables you 
to carry out heat input measurements 
quickly and with great accuracy.

The automatic gas meter reading system is a 
unique combination of hardware and software 
that replaces the frequently used method 
of manual time observation and related 
calculations.
The recorded gas flow rate is combined with 
temperature, pressure and calorific value and 
converted to kW or Btu/hr*.
The measured heat input is displayed 
graphically. The graphs can be saved and 
printed.
The program also provides additional 
information such as heat input changes in 
very short periods. 
Manual determination of heat input is still 
possible as well.

Standard delivery
• Gas meter with digital read-out
• CD with Gas Meter Viewer software
• �Calibration certificate incl. correction table 

gas meter
• CD with calibration file
• Terminal cable + connector
• Users manual

* All calculations of actual and nominal heat input are according to European standards
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Kiwa Nederland B.V.
Division Appliances & Installations
P.O. Box 137
7300 AC Apeldoorn
The Netherlands
Phone + 31 55 539 33 55
Fax + 31 55 539 36 85
eup@kiwa.nl
www.kiwa-eup.com

Kiwa Italia S.pa.
Via Treviso 32/34
31020 San Vendemiano (TV)
Italy
Phone + 39 0 438 411 755
Fax + 39 0 438 22428
eup@kiwa.nl
www.kiwa-eup.com

Kiwa Guangzhou
7th Floor, Block C 
No.7 Caipin Road 
Science City 
Development Zone 
Guangzhou, 510663P.R. 
China
Phone + 86 20 3229 0216
Fax + 86 20 3229 0217
info@gastec.cn
www.kiwa.cn

GASTEC at CRE Ltd
The Orchard Business Centre
Stoke Orchard, Cheltenham
Gloucestershire GL52 7RZ
United Kingdom
Phone + 44 1242 677 877
Fax + 44 1242 676 506
enquiries@gastecuk.com
www.kiwa-eup.com

Kiwa Turkey
Merkez Mahallesi
Cumhuriyet Caddesi
No. 23 Tuncer Apt. Daire: 2
Küçükyali – Maltepe, Istanbul 
Turkey
Tel: +90 216 417 74 17
Fax: +90 216 417 77 30
Eup@kiwa.nl
www.kiwa-eup.com

Delivery program with ranges

Accessories
•  Gas pressure regulator set in which the gas 

meter can be incorporated (see picture on 
the front)

•  Meteo Station (for automatic reading of gas 
temperature en barometric pressure)

• Fitting fl anges
• Flexible connectors for gas meter
• USB to RS232

Calibration
The gas meter will be fully calibrated with an 
accuracy of 1%, unless otherwise agreed. 
At the end of the calibration period Kiwa 
Nederland B.V. can recalibrate your gas 
meter.

Do you want to know more?
If you are interested in our systems and 
services, please contact us.

Kiwa Nederland B.V.
Measurement Systems
Leo Blokpoel
Tel. +31 555 393 573
E-mail: eup@kiwa.nl

Other meter sizes and types are available on request. 
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